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Collection/determination of Sub-surface Utilities:

The Consultant will locate, identify, and classify the sub-surface utilities (or specific utilities) to Quality Level (specify level using letters A – D, with quality level A being the highest level of confidence and quality level D being of the lowest confidence). Classify the utilities according to the standards as outlined in AC 150/5300-18.

Runway End Supporting Category II/III Operations: 

The Consultant will determine and provide topographic relief of the Category II and III operations area as defined in AC 150/5300-18 using ____ (specify) foot contours.

Topographic Survey: 

The Consultant will provide topographic relief for the Airport Operations Area using ____ (specify) foot contours.

Airport Mapping Database: 

The Consultant will locate, identify, and classify (according to AC 150/5300-18) all vertical objects exceeding 1.5 feet above the nearest movement area surface within 165 feet laterally of the edge of the movement area, excluding the runways. For all runways, analyze, identify, classify and report all vertical objects exceeding 1.5 feet above the elevation of the nearest runway surface surrounding the runway. The lateral area of consideration for runway analysis begins at the edge of the runway and extends until it is 300 feet from the centerline. Additionally, the consultant will locate and classify all (select one or both) airport movement area markings and/or all non-movement area markings according to the standard of AC 150/5300-18












These are additional statements that can be included in your Statement-of-Work (SOW) for any applicable type of survey activities describe below.  The following survey activities describe what work is to be performed for AGIS.  These statements should be presented from the Airport Sponsor’s perspective.  It should not be the consultant’s Scope of Services.








If the project involves the collection of data supporting the development of an Airport Mapping Database (moving map) as defined in AC 150/5300-18, the following statement must be included identifying what information is required.








If the project involves collection of topographic information for the airport as defined in AC 150/5300-18 or AC 150/5070-6, the following statement must be included identifying the required contour interval.








If the project involves the collection/determination of Sub-surface Utilities specify the level of collection required as defined in AC 150/5300-18. You should specify the collection level required which is not always the most accurate, sound judgment should be used to ensure against over inflating the requirement and driving up the cost.








If the project involves a runway end supporting Category II/III operations, the collection/determination of topographic information for the Category II and III operation area as defined in AC 150/5300-18 the following statement must be included identifying the required contour interval.
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